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Markierungswagen 4-Rad Off-Road 
Marking applicator 4-wheel off-road 
 
 
General Description  

 
Areas of application:  Marking applicator for convenient and accurate spray marking using 1 

or 2 cans, thus capable of covering in one pass, even with yellow lines. 
The spraying unit is also easy to mount on the side of the marking 
applicator, e.g. for marking lines directly adjacent to a structure. 
Bracket for four spare cans. Sturdy construction.  

  
Product features:  Quick adjustment for various line widths. The marking applicator is 

easy to adapt to suit left- or right-handed op erators. Large pneumatic 
wheels. 
 
 
 

 

 
 
 
 
Aufbauanleitung Markierungswagen  

1.  
 
 
 
 
 
 
 
 
 
 

Marking applicator as supplied.  

2.     
 
 
 
 
 
 
 
 
 
 

Assemble handle and fasten with screw.  
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3.     
 
 
 
 
 
 
 
 
 
 

Position direction arrow at front of applicator as 
required. 

4.     
 
 
 
 
 
 
 
 
 
 

Adjust scaling to required marking width.  

5.   
 
 
 
 
 
 
 
 
 
 
Spraying unit may be offset to left or right!  

6.    
 
 
 
 
 
 
 
 
 
 

Use screw to fix spraying unit at required position 
on the left or right, for side marking close to edge.  

7.   
 
 
 
 
 
 
 
 
 
 

 
Storage space for spare cans.  

8.   
 
 
 
 
 
 
 
 
 
 

 
 
 
Marking spray automatically snaps into place when 
properly aligned with spray head.  
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9., 10. 
 
 
 
 
 
 
 
 
 
 
 
 

 
Handle attachment for left - and right -hand operators. 
 
 
 
 
 
 
 
 
 
 
 

11., 12. 

 
 
Spraying unit for interior and exterior use!  
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